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Flow Dividers DGA-DG

  * The overall dimensions of the 2 to 6 element flow dividers are indicated on pages 9, 10 e 11 under items A2, A3, A4, A5, A6.

DGA

1

4

3.6

EM

Type of flow divider for group 1 and 2 compensated

Group 1 balanced

Group 1 compensated

1

   TYPE - NUMBER OF MODULAR ELEMENTS4

   TYPE - NUMBER OF MODULAR ELEMENTS

Group 1 compensated

   TYPE - DISPLACEMENT3.6
DGA/1 3.6 4.8

DG/H1 1.2 1.7

DG/HK1 1.6

FLOW DIVIDERS DGA-DG

2 to 6 elements = standard

Input manifold + threaded 
outputs

Input manifold + retiming unit 
as in diagram 1

N.B. The overall dimensions showed  
on pages 7, 8 and 9 of the catalo-
gue for the retiming units refer to EM 
version minifold + diagram 1.

Input manifold + retiming 
unit as in diagram 2

Group 2 compensated Group 3 compensated

DGA/2 8 11 14 17 26

DG/3 36 51

N.B. For more than 6 stages please 

Type of flow divider for group 3 compensated

TYPE OF FLOW DIVIDER

TYPE - BODY SIZE

   TYPE - DISPLACEMENT

TYPE - FLOW DIVIDER MOUNTS AND ACCESSORIES

DGA DG

DGA TYPE OF FLOW DIVIDER

TYPE - BODY SIZE

H1 1

HK1

2 3

es.4
consult our technical department.

EM TYPE - FLOW DIVIDER MOUNTS AND ACCESSORIES

E EM EMA

EXAMPLE ORDER
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Flow Dividers DGA-DG

DGH/1 FLOW DIVIDERS

3/8” Gas

H (IN)

3/8” Gas

H (OUT)Xn = (C+82) + n° x Q

By adding (C+82) n° modular section (Q) to the 
basicol element you obtain n°+2 wayouts.

DGH/1-1.2

DGH/1-1.7

75.5

77

A

118

121

C

62.3

63

E

40

40

F

9

9

G

104

104

I

9.5

9.5

L

20.5

20.5

M

91.5

91.5

N

200.1

203

P

75.5

77

Q R

3/8“

3/8“

DGH/1-1.2

DGH/1-1.7

TYPE DISPLACEMENT
cm3 Lt./min

RECOMMENDED FLOW

Min. Max.
bar

MAX PRESSURE

P1 P2
giri/min.

SPEED

Min. Max.
MAX. DP PRESSURE 

BETWEEN DIFFERENT SECTIONS

1.15

1.60

1.44

2.04

3.24

4.59

220

220

270

270

150

150

200

200

1200

1200

2700

2700

35
,555

,5

Out

C Q

L E
Xn (P=C+82 mm)

QM M
A

H1 H1 H1 R

H

G

F

InN

I

DIMENSIONS (mm.)

P1 = Service pressure      P2 = Peak pressure      10÷25 μ Degree oil filters

TYPE
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Flow Dividers DGA-DG

DGA/1 - DGHK/1 FLOW DIVIDERS

DGHK/1-1.6

DGA/1-3.6

DGA/1-4.8

TYPE DISPLACEMENT
cm3 Lt./min

RECOMMENDED FLOW

Min. Max.
bar

MAX PRESSURE RV

P1 P2
giri/min.

SPEED

Min. Max.
MAX. DP PRESSURE 

BETWEEN DIFFERENT SECTIONS

1.6

3.6

4.8

1.1

2.5

3.5

6.4

14.4

19.2

210

210

210

260

250

250

130

130

130

180

180

180

700

700

700

4000

4000

4000

DGHK/1-1.6

DGA/1-3.6

DGA/1-4.8

90

90

90

E

40

40

40

F

150

155

155

G

3/8”

3/8”

3/8”

H

3/8”

3/8”

3/8”

YD4 D5 D6

367

279

279

449

335

335

531

391

391

DGHK/1-1.6

DGA/1-3.6

DGA/1-4.8

158

132

132

A2

240

187

187

A3

322

243

243

A4

404

299

299

A5

486

355

355

A6

3/8”

3/8”

3/8”

B

M8

M8

M8

C

203

168

168

D2 D3

285

223

223

Y

C

E

G

An

D

B B B B

F

n = n° element

DIMENSIONS (mm.)

DIMENSIONS (mm.)

TYPE

TYPE

P1 = Service pressure      P2 = Peak pressure      10÷25 μ  Degree oil filters

n° 4 holes Ø 8.5
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Flow Dividers DGA-DG

DGA/2 FLOW DIVIDERS

DGA/2-8

DGA/2-11

DGA/2-14

DGA/2-17

TYPE DISPLACEMENT
cm3 Lt./min

RECOMMENDED FLOW

Min. Max.
bar

MAX PRESSURE

P1 P2
giri/min.

SPEED

Min. Max.
MAX. DP PRESSURE 

BETWEEN DIFFERENT SECTIONS

8.50

11.00

14.50

17.00

5.20

5.60

7.45

8.70

25.20

32.80

43.20

50.60

210

210

200

200

260

260

240

230

130

130

130

130

170

170

170

170

700

700

700

600

3000

3000

3000

3000

DGA/2-8

DGA/2-11

DGA/2-14

DGA/2-17

162.5

162.5

211

211

A2

224.5

224.5

297

297

A3

286.5

286.5

383.5

383.5

A4

348.5

348.5

470

470

A5

410.5

410.5

556

556

A6

1/2”

1/2”

3/4”

3/4”

B

M10

M10

M10

M10

C

27

27

27

27

D

120

120

120

120

E

89

89

89

89

F

49

49

49

49

G

DGA/2-8

DGA/2-11

DGA/2-14

DGA/2-17

39

39

39

39

G1

3/4”

3/4”

3/4”

3/4”

H

3/4”

3/4”

3/4”

3/4”

Y

22

22

22

22

L

8

8

8

8

M

4

4

4

4

N

21

21

21

21

O

49

49

49

49

P

90

90

90

90

Q

22

22

22

22

R

70

70

70

70

S

1/2”

1/2”

1/2”

1/2”

Z

C

An DD

E P
O

H

60

E

RV

G1 F G LM

Z

S
R

N

Y

DIMENSIONS (mm.)

DIMENSIONS (mm.)

P1 = Service pressure      P2 = Peak pressure      10÷25 μ  Degree oil filters

n = n° element

n° 4 holes Ø 8.5

n° 4 holes          In

          Out         Out

TYPE

TYPE
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Flow Dividers DGA-DG

DG/3 FLOW DIVIDERS

DG/3-36

DG/3-51

TYPE DISPLACEMENT
cm3 Lt./min

RECOMMENDED FLOW

Min. Max.
bar

MAX PRESSURE

P1 P2
giri/min.

SPEED

Min. Max.
MAX. DP PRESSURE 

BETWEEN DIFFERENT SECTIONS

36

51

25.00

36.00

110.00

130.00

220

200

280

260

120

120

160

160

700

700

3000

2500

DG/3-36

DG/3-51

59

59

G1

1.1/4”

1.1/4”

H

1.1/4”

1.1/4”

Y

26

26

L

9

9

M

11

11

N

26

26

O

64

64

P

101

101

Q

25

25

R

75

75

S

3/4”

3/4”

Z

DG/3-36

DG/3-51

272

294

A2

407

439

A3

542

584

A4

676

729

A5

811

874

A6

1”

1”

B

M10

M10

C

33

33

D

147

147

E

116

116

F

69

69

G

DAn

E

D

B B

C

Uscita-Out

RV

Entrata-In

G1 F GM L

O
PQ

H H

R
S

N

Z
DIMENSIONS (mm.)

n =  n° element

DIMENSIONS (mm.)

P1 = Service pressure      P2 = Peak pressure      10÷25 μ  Degree oil filters

TYPE

TYPE


