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MANUALHeizmann
Druckbegrenzungsventile (230353)
Limiteurs de pression
VSPC-150   05.11.05 - X - Y - Z

Z

DATI TECNICI / TECHNICAL DATA
* Pressione di lavoro max.
* Max. working pressure 350 bar

Portata max.
Flow max. 150 l/min

Peso
Weight 0.9 kg

Trafilamento: circa 0,10 l/min alla massima
pressione.
Leakage: 0.10  l/min approx at max relief setting.

Classe di pulizia dell’olio: almeno 18/14 ISO 4406
(9 NAS-1638).
Fluid cleanliness class: 18/14 ISO 4406 
(9 NAS-1638) or better.

Utilizzabili in applicazioni in cui la pressione allo
scarico “T” sia sempre inferiore alla pressione
della linea “P”.
Suitable for applications where pressure in the
return line “T” never exceeds the pressure in the
“P” line.

MOLLE / SPRINGS

05
10
20
40

Campo taratura Incremento press. Taratura standard
min - max bar bar / giro vite bar (Q = 5 l/min) Cod. ordinazione Colore

Adj. press. Press. increase Std. setting bar Ordering code Colour
range bar bar / turn (made at 5 l/min)

1.7-70 20.5 50

7-105 26 100

10-210 35 200

* 35-420 * 115 350

nero
black
blu
blue

verde
green
giallo
yellow

Y

X

03

04

vite interna
esagono incassato
leakproof inner hex.

socket screw
volantino e predisposizione

montaggio a pannello
handknob and locknut

panel mounting
cappellotto per piombatura

sealing cap
codice / ordering code

03.05.01.004

ATTACCHI / PORT SIZE

03
04
05

G 1/2

G 3/4

G 1

REGOLAZIONI
ADJUSTMENTS

P - T 
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MANUALHeizmann
Druckbegrenzungsventile (230354)
Limiteurs de pression
VSPC-150   05.11.05 - X - Y - Z  

Z

DATI TECNICI / TECHNICAL DATA
* Pressione di lavoro max.
* Max. working pressure 350 bar

Portata max.
Flow max. 150 l/min

Peso
Weight 0.9 kg

Trafilamento: circa 0,10 l/min alla massima
pressione.
Leakage: 0.10  l/min approx at max relief setting.

Classe di pulizia dell’olio: almeno 18/14 ISO 4406
(9 NAS-1638).
Fluid cleanliness class: 18/14 ISO 4406 
(9 NAS-1638) or better.

Utilizzabili in applicazioni in cui la pressione allo
scarico “T” sia sempre inferiore alla pressione
della linea “P”.
Suitable for applications where pressure in the
return line “T” never exceeds the pressure in the
“P” line.

MOLLE / SPRINGS

05
10
20
40

Campo taratura Incremento press. Taratura standard
min - max bar bar / giro vite bar (Q = 5 l/min) Cod. ordinazione Colore

Adj. press. Press. increase Std. setting bar Ordering code Colour
range bar bar / turn (made at 5 l/min)

1.7-70 20.5 50

7-105 26 100

10-210 35 200

* 35-420 * 115 350

nero
black
blu
blue

verde
green
giallo
yellow

Y

X

03

04

vite interna
esagono incassato
leakproof inner hex.

socket screw
volantino e predisposizione

montaggio a pannello
handknob and locknut

panel mounting
cappellotto per piombatura

sealing cap
codice / ordering code

03.05.01.004

ATTACCHI / PORT SIZE

03
04
05

G 1/2

G 3/4

G 1

REGOLAZIONI
ADJUSTMENTS

P - T 
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MANUALHeizmann
Druckbegrenzungsventile (230355)
Limiteurs de pression
VSDC-50   05.12.01 - X - Y - Z

Z
Y

X

DATI TECNICI / TECHNICAL DATA

Pressione di lavoro max.
Max. working pressure 350 bar

Portata massima vedi diagramma
Flow see performance graph

03
vite esterna

esagono incassato
leakproof hex.
socket screw

cappellotto per piombatura
sealing cap

codice / ordering code
03.05.01.001

ATTACCHI / PORT SIZE

02
03

G 3/8 G 1/4

G 1/2 G 1/4

REGOLAZIONI
ADJUSTMENTS

P-T M
MOLLE / SPRINGS

05
10
20
35

Campo taratura Incremento press. Taratura standard
min - max bar bar / giro vite bar (Q = 5 l/min) Cod. ordinazione Colore

Adj. press. Press. increase Std. setting bar Ordering code Colour
range bar bar / turn (Q = 5 l/min)

5-50 15 50 03.51.01.077

30-100 30 100 03.51.01.076

60-210 60 200 03.51.01.075

100-350 100 350 03.51.01.059

nero
black
blu
blue

verde
green
giallo
yellow

35 8 44 30 60 18 18 20 59 126 6.5 1/2 0.62
35 7 44 23.5 60 20 8 20 49 116 6.5 3/8 0.58
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MANUALHeizmann
Druckbegrenzungsventile (231083)
Limiteurs de pression
VSDC-150   05.12.02 - X - Y - Z  

Special 
Cavity Y

PORT
SIZE

DIMENSIONS mm (Inches)

A P - T M C D E F G H I L M N O Q R S

005
03 G 1/2 G 1/4 65

(2.56)
69

(2.72)
40

(1.58)
29

(1.14)
19.5

(0.77)
79

(3.11)

04 G 3/4 G 1/4 65
(2.56)

69
(2.72)

40
(1.58)

29
(1.14)

19.5
(0.77)

79
(3.11)

Z
SPRINGS

Adjust pressure range
bar (psi)

Pressure increase
bar (psi)

Standard setting bar (psi)
Q = 5 l/min Ordering code Colour

05 5-50 (75-725) 16 (232) 50 (725) 03.51.01.150 black

10 40-100 (580-1450) 33 (479) 100 (1450) 03.51.01.151 blue

20 70-210 (1000-3000) 68 (986) 200 (2900) 03.51.01.152 green

35 130-350 (1900-5000) 105 (1523) 350 (5000) 03.51.01.142 yellow

X See next page

TECHNICAL DATA

Max flow: up to 150  l/min (40 gpm)

Max operating pressure: 210 bar (3000 psi)

Standard manifolds in high strength aluminium.
For working pressure up to 350 bar (5000 psi) and for 
fatigue applications with any working pressure, steel 
manifolds are available upon request.
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MANUALHeizmann

PERFORMANCE GRAPH

X ADJUSTMENTS

03 Leakproof inner hex. socket screw

OPTIONS

Ordering code Description

03.05.01.001 Sealing cap

Cartridge code: 04.15.02 - X - 99 - Z CARTRIDGE TECHNICAL DATA

Special cavity: 005
For other details see “Cartridge Program Part 2: Oil Control” RE00162-02 
or consult our website www.oilcontrol.com

Druckbegrenzungsventile (231083)
Limiteurs de pression
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MANUALHeizmann
Druckbegrenzungsventile (230357)
Limiteurs de pression
VSDC-150   05.12.02 - X - Y - Z

X

DATI TECNICI / TECHNICAL DATA

Pressione di lavoro max.
Max. working pressure 350 bar

Portata max.
Flow max. 150 l/min

Peso
Weight 0.9 kg

03
vite interna

esagono incassato
leakproof inner hex.

socket screw
cappellotto per piombatura

sealing cap
codice / ordering code

03.05.01.001

REGOLAZIONI
ADJUSTMENTS

Z
Y ATTACCHI / PORT SIZE

02
03

G 1/2 G 1/4

G 3/4 G 1/4

P-T M
MOLLE / SPRINGS

05
10
20
35

Campo taratura Incremento press. Taratura standard
min - max bar bar / giro vite bar (Q = 5 l/min) Cod. ordinazione Colore

Adj. press. Press. increase Std. setting bar Ordering code Colour
range bar bar / turn (Q = 5 l/min)

5-50 16 50 03.51.01.150

40-100 33 100 03.51.01.151

70-210 68 200 03.51.01.152

130-350 105 350 03.51.01.142

nero
black
blu
blue

verde
green
giallo
yellow
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MANUALHeizmann
Druckbegrenzungsventile (230358)
Limiteurs de pression
VSDC-150-34-35-A  
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MANUALHeizmann
Druckbegrenzungsventile (230359)
Limiteurs de pression
VSDC-250   05.12.03 - X - Y - Z

Sonder)
einschraub)

bohrung Y
:NSfÜLUSS)

WRÖSSj
:öMjSSUNWjN mm EZollM

: P ) T M f w j K W Ü Ä L M N O Q R S

FF3
F4 W 3T4 W IT4 5k

E3ZIIM
2F

E3ZI,M
,F

EIZk5M
3F

EIZI2M
Q2

EIZIFM
k5

E3Z2QM

F, W I W IT4 5k
E3ZIIM

2F
E3ZI,M

,F
EIZk5M

3F
EIZI2M

Q2
EIZIFM

k5
E3Z2QM

Z
KjwjRN

jinstelldruckbereich
bar EpsiM

wruckanstieg
bar EpsiM

Standardeinstellung bar EpsiM
Q6, lTmin Typschlüssel Karbe

IF 3,)IFF E,FF)I4,FM I2 EQ8IM IFF EI4,FM F3P,IPFIPF82 blau

QF 5F)QIF EIFFF)3FFFM 38 E,QQM QFF EQkFFM F3P,IPFIPF85 grün

3, IQF)3,F EI5,F),FFFM 8Q E2kkM 3,F E,FFFM F3P,IPFIPF,5 gelb

X Siehe nächste Seite

TjfÜNÄSfÜj w:TjN
MaxP Volu)
menstrom= bis Q4F lTmin E83 gpmM

MaxP öetriebsdruck= QIF bar E3FFF psiM

Standard):nschlussblöcke aus hochfestem :luminiumP
Kür :rbeitsdrucke bis 3,F bar E,FFF psiM und für wauer)
wechselbeanspruchung bei jedem :rbeitsdruck sind auf 
:nfrage auch :nschlussblöcke aus Stahl lieferbarP
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MANUALHeizmann
Druckbegrenzungsventile (230361)
Limiteurs de pression
VSC-30   05.13.01 - X - Y - Z  

Technical data
Max fl ow: up to 30  l/min (8 gpm)

Max operating pressure: 210 bar (3000 psi)

Standard manifolds in high strength aluminium.
For working pressure up to 350 bar (5000 psi) and for 
fatigue applications with any working pressure, steel 
manifolds are available upon request.

Dimensions

Table “Y”

Special 
Cavity

Y

PORT
SIZE

DIMENSIONS mm (Inches)

P - T C D E F G1 G2 H I L M N O Q R S

008

09 G 1/4 65
(2.56)

50
(1.97)

35
(1.38)

18
(0.71)

6
(0.24)

53
(2.09)

34
(1.34)

8
(0.32)

24
(0.95)

17
(0.67)

22
(0.87)

6.5
(0.26)

51
(2.01)

61
(2.40)

89
(3.50)

02 G 3/8 65
(2.56)

50
(1.97)

35
(1.38)

18
(0.71)

6
(0.24)

53
(2.09)

34
(1.34)

8
(0.32)

24
(0.95)

17
(0.67)

20
(0.79)

6.5
(0.26)

51
(2.01)

61
(2.40)

89
(3.50)

03 G 1/2 65
(2.56)

50
(1.97)

35
(1.38)

18
(0.71)

6
(0.24)

53
(2.09)

34
(1.34)

8
(0.32)

24
(0.95)

17
(0.67)

18
(0.71)

6.5
(0.26)

51
(2.01)

61
(2.40)

89
(3.50)
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MANUALHeizmann
Druckbegrenzungsventile (230361)
Limiteurs de pression

Cartridge code: 04.11.18 - X - 99 - Z

Cartridge style Table “X”

Table “Z”

CARTRIDGE TECHNICAL DATA

Special cavity: 008
For other details see data sheet RE 18318-23

Z
SPRINGS

Adjust pressure range
bar (psi)

Pressure increase
bar (psi)

Standard setting bar (psi)
Q = 5 l/min

05 5-50 (75-725) 12 (174) 50 (725)

10 30-100 (435-1450) 24 (348) 100 (1450)

20 50-210 (725-3000) 47 (682) 200 (2900)

35 100-350 (1450-5000) 82 (1189) 350 (5000)

X ADJUSTMENTS

03 Leakproof hex. socket screw

04 Handknob and locknut

OPTIONS

Ordering code Description

11.04.23.003 Tamper resistant 
cap
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MANUALHeizmann
Druckbegrenzungsventile (230361)
Limiteurs de pression

Performance graph
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MANUALHeizmann
Druckbegrenzungsventile (230361)
Limiteurs de pression

Type Material number 

051301030905000 R930001280

051301030910000 R930001281

051301030920000 R930001282

051301030935000 R930001283

051301030205000 R930001263

051301030210000 R930001264

051301030220000 R930001266

051301030235000 R930001269

051301030305000 R930001271

051301030310000 R930001274

051301030320000 R930001275

051301030335000 R930001278

051301040205000 R930001287

051301040210000 R930001288

051301040220000 R930001289

Type Material number 

051301040235000 R930001290

051301040305000 R930001291

051301040320000 R930001292

051301040335000 R930001293

Ordering code

Preferred types (readily available)

Settings - Springs
(see table Z on page 2)

Manifold with relief, direct acting 
guided poppet type 
Special cavity

Cartridge style - Adjustments
(see table X on page 2)

Manifold style - Dimensions and port sizes
(see table Y on page 1)

05.13.01 X Y Z

Further types available by request
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MANUALHeizmann
Druckbegrenzungsventile (230362)
Limiteurs de pression
VSC-30   05.13.01 - X - Y - Z  

Technical data
Max fl ow: up to 30  l/min (8 gpm)

Max operating pressure: 210 bar (3000 psi)

Standard manifolds in high strength aluminium.
For working pressure up to 350 bar (5000 psi) and for 
fatigue applications with any working pressure, steel 
manifolds are available upon request.

Dimensions

Table “Y”

Special 
Cavity

Y

PORT
SIZE

DIMENSIONS mm (Inches)

P - T C D E F G1 G2 H I L M N O Q R S

008

09 G 1/4 65
(2.56)

50
(1.97)

35
(1.38)

18
(0.71)

6
(0.24)

53
(2.09)

34
(1.34)

8
(0.32)

24
(0.95)

17
(0.67)

22
(0.87)

6.5
(0.26)

51
(2.01)

61
(2.40)

89
(3.50)

02 G 3/8 65
(2.56)

50
(1.97)

35
(1.38)

18
(0.71)

6
(0.24)

53
(2.09)

34
(1.34)

8
(0.32)

24
(0.95)

17
(0.67)

20
(0.79)

6.5
(0.26)

51
(2.01)

61
(2.40)

89
(3.50)

03 G 1/2 65
(2.56)

50
(1.97)

35
(1.38)

18
(0.71)

6
(0.24)

53
(2.09)

34
(1.34)

8
(0.32)

24
(0.95)

17
(0.67)

18
(0.71)

6.5
(0.26)

51
(2.01)

61
(2.40)

89
(3.50)
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MANUALHeizmann
Druckbegrenzungsventile (230362)
Limiteurs de pression

Cartridge code: 04.11.18 - X - 99 - Z

Cartridge style Table “X”

Table “Z”

CARTRIDGE TECHNICAL DATA

Special cavity: 008
For other details see data sheet RE 18318-23

Z
SPRINGS

Adjust pressure range
bar (psi)

Pressure increase
bar (psi)

Standard setting bar (psi)
Q = 5 l/min

05 5-50 (75-725) 12 (174) 50 (725)

10 30-100 (435-1450) 24 (348) 100 (1450)

20 50-210 (725-3000) 47 (682) 200 (2900)

35 100-350 (1450-5000) 82 (1189) 350 (5000)

X ADJUSTMENTS

03 Leakproof hex. socket screw

04 Handknob and locknut

OPTIONS

Ordering code Description

11.04.23.003 Tamper resistant 
cap
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MANUALHeizmann
Druckbegrenzungsventile (230362)
Limiteurs de pression

Performance graph
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MANUALHeizmann
Druckbegrenzungsventile (230362)
Limiteurs de pression

Type Material number 

051301030905000 R930001280

051301030910000 R930001281

051301030920000 R930001282

051301030935000 R930001283

051301030205000 R930001263

051301030210000 R930001264

051301030220000 R930001266

051301030235000 R930001269

051301030305000 R930001271

051301030310000 R930001274

051301030320000 R930001275

051301030335000 R930001278

051301040205000 R930001287

051301040210000 R930001288

051301040220000 R930001289

Type Material number 

051301040235000 R930001290

051301040305000 R930001291

051301040320000 R930001292

051301040335000 R930001293

Ordering code

Preferred types (readily available)

Settings - Springs
(see table Z on page 2)

Manifold with relief, direct acting 
guided poppet type 
Special cavity

Cartridge style - Adjustments
(see table X on page 2)

Manifold style - Dimensions and port sizes
(see table Y on page 1)

05.13.01 X Y Z

Further types available by request
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MANUALHeizmann
Druckbegrenzungsventile (230363)
Limiteurs de pression
VSC-30   05.13.01 - X - Y - Z  

Technical data
Max fl ow: up to 30  l/min (8 gpm)

Max operating pressure: 210 bar (3000 psi)

Standard manifolds in high strength aluminium.
For working pressure up to 350 bar (5000 psi) and for 
fatigue applications with any working pressure, steel 
manifolds are available upon request.

Dimensions

Table “Y”

Special 
Cavity

Y

PORT
SIZE

DIMENSIONS mm (Inches)

P - T C D E F G1 G2 H I L M N O Q R S

008

09 G 1/4 65
(2.56)

50
(1.97)

35
(1.38)

18
(0.71)

6
(0.24)

53
(2.09)

34
(1.34)

8
(0.32)

24
(0.95)

17
(0.67)

22
(0.87)

6.5
(0.26)

51
(2.01)

61
(2.40)

89
(3.50)

02 G 3/8 65
(2.56)

50
(1.97)

35
(1.38)

18
(0.71)

6
(0.24)

53
(2.09)

34
(1.34)

8
(0.32)

24
(0.95)

17
(0.67)

20
(0.79)

6.5
(0.26)

51
(2.01)

61
(2.40)

89
(3.50)

03 G 1/2 65
(2.56)

50
(1.97)

35
(1.38)

18
(0.71)

6
(0.24)

53
(2.09)

34
(1.34)

8
(0.32)

24
(0.95)

17
(0.67)

18
(0.71)

6.5
(0.26)

51
(2.01)

61
(2.40)

89
(3.50)
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MANUALHeizmann
Druckbegrenzungsventile (230363)
Limiteurs de pression

Cartridge code: 04.11.18 - X - 99 - Z

Cartridge style Table “X”

Table “Z”

CARTRIDGE TECHNICAL DATA

Special cavity: 008
For other details see data sheet RE 18318-23

Z
SPRINGS

Adjust pressure range
bar (psi)

Pressure increase
bar (psi)

Standard setting bar (psi)
Q = 5 l/min

05 5-50 (75-725) 12 (174) 50 (725)

10 30-100 (435-1450) 24 (348) 100 (1450)

20 50-210 (725-3000) 47 (682) 200 (2900)

35 100-350 (1450-5000) 82 (1189) 350 (5000)

X ADJUSTMENTS

03 Leakproof hex. socket screw

04 Handknob and locknut

OPTIONS

Ordering code Description

11.04.23.003 Tamper resistant 
cap
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MANUALHeizmann
Druckbegrenzungsventile (230363)
Limiteurs de pression

Performance graph
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MANUALHeizmann
Druckbegrenzungsventile (230363)
Limiteurs de pression

Type Material number 

051301030905000 R930001280

051301030910000 R930001281

051301030920000 R930001282

051301030935000 R930001283

051301030205000 R930001263

051301030210000 R930001264

051301030220000 R930001266

051301030235000 R930001269

051301030305000 R930001271

051301030310000 R930001274

051301030320000 R930001275

051301030335000 R930001278

051301040205000 R930001287

051301040210000 R930001288

051301040220000 R930001289

Type Material number 

051301040235000 R930001290

051301040305000 R930001291

051301040320000 R930001292

051301040335000 R930001293

Ordering code

Preferred types (readily available)

Settings - Springs
(see table Z on page 2)

Manifold with relief, direct acting 
guided poppet type 
Special cavity

Cartridge style - Adjustments
(see table X on page 2)

Manifold style - Dimensions and port sizes
(see table Y on page 1)

05.13.01 X Y Z

Further types available by request
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MANUALHeizmann
Druckbegrenzungsventile (230364)
Limiteurs de pression
VSC-30   05.13.01 - X - Y - Z  

Technical data
Max fl ow: up to 30  l/min (8 gpm)

Max operating pressure: 210 bar (3000 psi)

Standard manifolds in high strength aluminium.
For working pressure up to 350 bar (5000 psi) and for 
fatigue applications with any working pressure, steel 
manifolds are available upon request.

Dimensions

Table “Y”

Special 
Cavity

Y

PORT
SIZE

DIMENSIONS mm (Inches)

P - T C D E F G1 G2 H I L M N O Q R S

008

09 G 1/4 65
(2.56)

50
(1.97)

35
(1.38)

18
(0.71)

6
(0.24)

53
(2.09)

34
(1.34)

8
(0.32)

24
(0.95)

17
(0.67)

22
(0.87)

6.5
(0.26)

51
(2.01)

61
(2.40)

89
(3.50)

02 G 3/8 65
(2.56)

50
(1.97)

35
(1.38)

18
(0.71)

6
(0.24)

53
(2.09)

34
(1.34)

8
(0.32)

24
(0.95)

17
(0.67)

20
(0.79)

6.5
(0.26)

51
(2.01)

61
(2.40)

89
(3.50)

03 G 1/2 65
(2.56)

50
(1.97)

35
(1.38)

18
(0.71)

6
(0.24)

53
(2.09)

34
(1.34)

8
(0.32)

24
(0.95)

17
(0.67)

18
(0.71)

6.5
(0.26)

51
(2.01)

61
(2.40)

89
(3.50)
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MANUALHeizmann
Druckbegrenzungsventile (230364)
Limiteurs de pression

Cartridge code: 04.11.18 - X - 99 - Z

Cartridge style Table “X”

Table “Z”

CARTRIDGE TECHNICAL DATA

Special cavity: 008
For other details see data sheet RE 18318-23

Z
SPRINGS

Adjust pressure range
bar (psi)

Pressure increase
bar (psi)

Standard setting bar (psi)
Q = 5 l/min

05 5-50 (75-725) 12 (174) 50 (725)

10 30-100 (435-1450) 24 (348) 100 (1450)

20 50-210 (725-3000) 47 (682) 200 (2900)

35 100-350 (1450-5000) 82 (1189) 350 (5000)

X ADJUSTMENTS

03 Leakproof hex. socket screw

04 Handknob and locknut

OPTIONS

Ordering code Description

11.04.23.003 Tamper resistant 
cap
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MANUALHeizmann
Druckbegrenzungsventile (230364)
Limiteurs de pression

Performance graph
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MANUALHeizmann
Druckbegrenzungsventile (230364)
Limiteurs de pression

Type Material number 

051301030905000 R930001280

051301030910000 R930001281

051301030920000 R930001282

051301030935000 R930001283

051301030205000 R930001263

051301030210000 R930001264

051301030220000 R930001266

051301030235000 R930001269

051301030305000 R930001271

051301030310000 R930001274

051301030320000 R930001275

051301030335000 R930001278

051301040205000 R930001287

051301040210000 R930001288

051301040220000 R930001289

Type Material number 

051301040235000 R930001290

051301040305000 R930001291

051301040320000 R930001292

051301040335000 R930001293

Ordering code

Preferred types (readily available)

Settings - Springs
(see table Z on page 2)

Manifold with relief, direct acting 
guided poppet type 
Special cavity

Cartridge style - Adjustments
(see table X on page 2)

Manifold style - Dimensions and port sizes
(see table Y on page 1)

05.13.01 X Y Z

Further types available by request
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MANUALHeizmann
Druckbegrenzungsventile (230365)
Limiteurs de pression
VSC-30   05.13.01 - X - Y - Z  

Technical data
Max fl ow: up to 30  l/min (8 gpm)

Max operating pressure: 210 bar (3000 psi)

Standard manifolds in high strength aluminium.
For working pressure up to 350 bar (5000 psi) and for 
fatigue applications with any working pressure, steel 
manifolds are available upon request.

Dimensions

Table “Y”

Special 
Cavity

Y

PORT
SIZE

DIMENSIONS mm (Inches)

P - T C D E F G1 G2 H I L M N O Q R S

008

09 G 1/4 65
(2.56)

50
(1.97)

35
(1.38)

18
(0.71)

6
(0.24)

53
(2.09)

34
(1.34)

8
(0.32)

24
(0.95)

17
(0.67)

22
(0.87)

6.5
(0.26)

51
(2.01)

61
(2.40)

89
(3.50)

02 G 3/8 65
(2.56)

50
(1.97)

35
(1.38)

18
(0.71)

6
(0.24)

53
(2.09)

34
(1.34)

8
(0.32)

24
(0.95)

17
(0.67)

20
(0.79)

6.5
(0.26)

51
(2.01)

61
(2.40)

89
(3.50)

03 G 1/2 65
(2.56)

50
(1.97)

35
(1.38)

18
(0.71)

6
(0.24)

53
(2.09)

34
(1.34)

8
(0.32)

24
(0.95)

17
(0.67)

18
(0.71)

6.5
(0.26)

51
(2.01)

61
(2.40)

89
(3.50)
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MANUALHeizmann
Druckbegrenzungsventile (230365)
Limiteurs de pression

Cartridge code: 04.11.18 - X - 99 - Z

Cartridge style Table “X”

Table “Z”

CARTRIDGE TECHNICAL DATA

Special cavity: 008
For other details see data sheet RE 18318-23

Z
SPRINGS

Adjust pressure range
bar (psi)

Pressure increase
bar (psi)

Standard setting bar (psi)
Q = 5 l/min

05 5-50 (75-725) 12 (174) 50 (725)

10 30-100 (435-1450) 24 (348) 100 (1450)

20 50-210 (725-3000) 47 (682) 200 (2900)

35 100-350 (1450-5000) 82 (1189) 350 (5000)

X ADJUSTMENTS

03 Leakproof hex. socket screw

04 Handknob and locknut

OPTIONS

Ordering code Description

11.04.23.003 Tamper resistant 
cap
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MANUALHeizmann
Druckbegrenzungsventile (230365)
Limiteurs de pression

Performance graph
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MANUALHeizmann
Druckbegrenzungsventile (230365)
Limiteurs de pression

Type Material number 

051301030905000 R930001280

051301030910000 R930001281

051301030920000 R930001282

051301030935000 R930001283

051301030205000 R930001263

051301030210000 R930001264

051301030220000 R930001266

051301030235000 R930001269

051301030305000 R930001271

051301030310000 R930001274

051301030320000 R930001275

051301030335000 R930001278

051301040205000 R930001287

051301040210000 R930001288

051301040220000 R930001289

Type Material number 

051301040235000 R930001290

051301040305000 R930001291

051301040320000 R930001292

051301040335000 R930001293

Ordering code

Preferred types (readily available)

Settings - Springs
(see table Z on page 2)

Manifold with relief, direct acting 
guided poppet type 
Special cavity

Cartridge style - Adjustments
(see table X on page 2)

Manifold style - Dimensions and port sizes
(see table Y on page 1)

05.13.01 X Y Z

Further types available by request
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MANUALHeizmann
Druckbegrenzungsventile (230366)
Limiteurs de pression
VSC-80   05.13.02 - X - Y - Z

Z
Y

X

DATI TECNICI / TECHNICAL DATA

Pressione di lavoro max.
Max. working pressure 250 bar

Portata max.
Flow max. 80 l/min

Peso
Weight 0.75 kg

03

04

vite esterna
esagono incassato

leakproof hex.
socket screw

volantino
e dado

handknob
and locknut

cappellotto per piombatura
sealing cap

codice / ordering code
03.05.01.001

ATTACCHI / PORT SIZE

03
04

G 1/2

G 3/4

REGOLAZIONI
ADJUSTMENTS

P - T
MOLLE / SPRINGS

Campo taratura Incremento press. Taratura standard
min - max bar bar / giro vite bar (Q = 5 l/min) Cod. ordinazione Colore

Adj. press. Press. increase Std. setting bar Ordering code Colour
range bar bar / turn (Q = 5 l/min)

05
10
20

5-50 6 50 03.51.01.020

35-100 12 100 03.51.01.001

80-250 27 200 03.51.01.010

nero
black

blu
blue

rosso
red




